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ADB Bearing Sensor Tester

ADB Bearing Sensor Tester
Adjustable Depth Bearing Temperature Tester

FEATURES

►Hand Held Portable Unit

►Exact Alarm Point Testing

►Exact Shutdown Point Testing

►Easy To Read OLED Display

PART NUMBERS

►ADBT4     ADB Bearing Sensor Tester 

4B COMPATIBLE SENSORS

►ADB20V3C/D2

►ADB20V3C/D3

►ADB20V3C/D4

►ADB20V3C/D6

►ADB20V3C/D8

►ADB20V3C/D10

►ADB20V3C/D12

►ADB20V3C/D16

►KIT-LUG-ADB20 

►ADB29V3C/D2

►ADB29V3C/D3

►ADB29V3C/D4

►ADB29V3C/D6 

►ADB29V3C/D8 

►ADB29V3C/D10

►ADB29V3C/D12

►ADB29V3C/D16

►KIT-LUG-ADB29 

OVERVIEW

The ADB Sensor Tester (ADBT) has been designed to test 4B 

adjustable depth bearing (ADB) style temperature sensors in the field.  

During planned maintenance or periodic testing, the ADBT can be 

used as a diagnostic tool to verify the alarm and shutdown sequences 

of the control unit are functioning as expected.  The unit operates in 

two testing modes, direct (heated) and indirect (simulated).  

In direct mode, an integrated heating block within the ADBT heats the 

ADB sensor probe to the desired trip point, and allows quick and easy 

real life testing of the sensor and temperature monitoring system.  

Using indirect mode allows simulated testing of NTC type sensors 

within the network of 4B’s T500 Hotbus control unit.  By connecting 

the ADBT to a TN4 node, testing of the node and the network is 

accomplished by simulating the temperature above the sensor’s trip 

point and monitoring the response of the control unit.

NTC Type: 2 Inch Probe

NTC Type: 3 Inch Probe

NTC Type: 4 Inch Probe

NTC Type: 6 Inch Probe

NTC Type: 8 Inch Probe

NTC Type: 10 Inch Probe

NTC Type: 12 Inch Probe

NTC Type: 16 Inch Probe

NTC Thermistor Type Lug Sensor

PT100 - RTD Type: 2 Inch Probe

PT100 - RTD Type: 3 Inch Probe 

PT100 - RTD Type: 4 Inch Probe

PT100 - RTD Type: 6 Inch Probe 

PT100 - RTD Type: 8 Inch Probe 

PT100 - RTD Type: 10 Inch Probe

PT100 - RTD Type: 12 Inch Probe

PT100 – RTD Type: 16 Inch Probe

PT100/RTD Type Lug Sensor

ADB

Bearing

Sensor

ADB Hand Held Test Unit

►ADBMIL1V4C/D2   Milli-Temp: 2 Inch Probe

►ADBMIL1V4C/D3   Milli-Temp: 3 Inch Probe

►ADBMIL1V4C/D4   Milli-Temp: 4 Inch Probe

►ADBMIL1V4C/D6   Milli-Temp: 6 Inch Probe

►ADBMIL1V4C/D8   Milli-Temp: 8 Inch Probe

►KIT-LUG-MIL 4-20 mA Type Lug Sensor
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TECHNICAL SPECIFICATIONS

Power Supply  Built In Rechargeable Lithium Ion Battery (7.8 Ah - 3.7 V) 

Temperature Control Range 
 Direct Testing Mode: 140 to 190° F (60 - 85°C)

 Indirect Testing Mode: 77 to 220° F (25 - 105°C)

Temperature Control Resolution  Adjustable by 10°F or 5°C Increments

Display  Yellow OLED Showing Testing Set Temperature

Power On / Off  Front Mounted Switch

ADB Bearing Temperature Tester

ADB Bearing Sensor Tester

DIMENSIONS

4-3/4” 2”

8
-1

/4
” TOP - Direct Testing 

Mode with ADB Probe 

Inserted into Heater 

Block

BOTTOM – Indirect 

Testing Mode with 

Output Cable Plugged 

into TN4 Node


