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BUDD AA Elevator Buckets

Cast Nylon Industrial Elevator Bucket 

BUDD AA Elevator Buckets

OVERVIEW

Industrial strength long wearing cast nylon buckets with 

reinforced front lip and built-in lubricant.  Designed to 

handle light to medium abrasive granules and powders, 

also ideal for sticky products.

MATERIAL

►Cast Nylon

TEMPERATURE RANGE

► -60°F to 300°F

FEATURES

►Reinforced Front Lip

►Natural, Built-In Lubricant for Clean Discharge

►Non-Sparking & Non-Corrosive

►Extra Thick Walls

APPLICATIONS

►Light to Medium Abrasive Industrial Products, such as Sand

Aggregate, Cement, Coal, Wood Chips and Fertilizer

ACCESSORIES

►Elevator Bolts, Washers & Nuts 

►Belting - Rubber, PVC, Steel Web

►Belt Fasteners / Splices

►Pulley Lagging
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Nominal

Size

(in.)

Part #
Length

A

Projection

B

Back Depth

C

#

Holes

Bolt

Size

Hole

Center

F

Dist.

Down

G

Water

Level
Gross

Bucket

Spacing

(in.)

Weight

(lbs.)

6 x 4 BUDDAA64CN 6-1/2 4 4-5/16 31.1 48.4 0.47

8 x 5 BUDDAA85CN 8-7/16 5 5-1/2 63.9 98.5 1.03

15 x 5 BUDDAA155CN 15-3/4 5-7/16 5-11/16 140 209.1 2.78

19 x 5 BUDDAA195CN 19-7/8 5-1/4 5-1/8 146.9 228.1 3.20

10 x 6 BUDDAA106CN 10-5/8 6 6-1/4 114.1 176.3 1.54

12 x 7 BUDDAA127CN 12-7/16 7-1/2 7-5/16 195.3 300.7 2.78

14 x 7 BUDDAA147CN 14-3/4 7-9/16 7-7/16 241.9 373.3 3.13

14 x 8 BUDDAA148CN 14-1/2 8 8-1/2 279.9 442.4 3.68

16 x 8 BUDDAA168CN 16-5/8 8 8-9/16 328.3 501.1 4.78

18 x 8 BUDDAA188CN 17-3/4 8 8-1/2 362.9 534.0 4.52

24 x 8 BUDDAA248CN 24 8 8-11/16 445.8 623.8 9.06

18 x 10 BUDDAA1810CN 18-7/8 10-3/16 10-9/16 539.1 839.8 8.92

24 x 13 BUDDAA2413CN 24 12-1/4 12-3/4 946.9 1728.0 18.58

Capacity (cu. in.)Dimension (in.) Standard Punching (in.)

Varies Per Application
Contact 4B
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FREE
Elevator & Conveyor Engineering Design Service

Take advantage of 4B’s free, guaranteed worldwide 

technical support service from a team of material 

handling engineers specializing in the design and 

upgrade of bucket elevators and conveyors.

Whether you want a new elevator design, or just 

want to increase the capacity and performance of 

your existing elevator, our engineers can help.

TECHNICAL SPECIFICATIONS
BUDD AA Cast Nylon Elevator Buckets

BUDD AA Elevator Buckets

- Standard bucket drilling for belt and chain patterns included in price, buckets also available without pre-drilled holes

- Digger buckets recommended for applications where material hardens within the boot section of the elevator leg

- Adapter plates recommended for chain attachment mounting


