48 D Type - Deep Pattern Elevator Buckets

Components
Limited

BETTER BY DESIGN

D Type - Deep Pattern Elevator Buckets
Euro Style Steel Industrial Elevator Bucket

OVERVIEW

D type pressed steel deep pattern buckets are
suitable for free-flowing materials, or for materials
elevated at slower speeds.

MATERIAL
» Seamless Steel

TEMPERATURE RANGE
» Contact 4B

FEATURES

» Pressed Seamless Steel, No Welds / Joints

» Heavy-Duty Applications

» Designed for Free-Flowing Materials or
Other Materials at Slower Speeds

APPLICATIONS
» Light or Heavy Industrial, Cement

ACCESSORIES
» Elevator Bolts, Washers & Nuts
» Belting - Rubber, PVC, Steel Web

» Belt Fasteners / Splices

» Pulley Lagging
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(- D Type - Deep Pattern Elevator Buckets
Limited

BETTER BY DESIGN

TECHNICAL SPECIFICATIONS
D Type - Deep Pattern Elevator Buckets
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Take advantage of 4B’s free, guaranteed worldwide X
technical support service from a team of material f ® <
handling engineers specializing in the designand | = &f——--—————— N /

Water Level
upgrade of bucket elevators and conveyors. c

Whether you want a new elevator design, or just
want to increase the capacity and performance of
your existing elevator, our engineers can help. L

Dimension (mm) Standard Punching (mm) Capacity (L)
Length Projection Back LU GESS Bolt Hole Dist. Between
Part # Depth . Center Down
A B ize Rows
@ F G
D21/3.0 203 127 146 3.0 1.35 2.10 1.50
D55/3.0 229 152 200 3.0 3.95 2.59 2.40
D58/2.0 254 152 200 2.0 2.65 4.40 1.84
D61/3.0 254 152 200 3.0 2.65 4.40 2.59
D64/3.0 279 152 200 3.0 3.00 4.85 2.77
D66/1.5 305 152 200 1.5 3.20 5.20 1.54
D69/3.0 305 152 200 3.0 3.20 5.20 3.02
D96/3.0 356 184 229 3.0 i d e Do Al o 4.35 7.80 3.99
D106/3.0 381 184 229 3.0 VEFIGS TErARPHEation 4.60 8.50 4.26
D108/4.7 381 184 229 4.7 i B 4.60 8.50 6.71
D120/4.7 457 191 254 4.7 7.65 12.20 9.00
D160/3.0 406 197 244 3.0 7.20 10.75 5.17
D180/4.7 406 197 244 4.7 7.20 10.75 7.89
D123/4.7 508 203 273 4.7 9.25 15.25 10.54
D131/3.0 619 210 298 3.0 9.50 20.00 7.80
D132/4.7 619 210 298 4.7 9.50 20.00 12.61
D181/4.7 381 222 254 4.7 7.35 12.15 7.94
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