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Bolt-N-Go™

Conveyor Chain

RETTER BY DESIGN




4B products

are unsurpassed SAY H E L LO

in Wfilit% & TO THE EASIEST DRAG CHAIN
performance. YOU WILL EVER WORK ON!

Manufactured to 1ISO9001
quality standards, 4B material
handling components are
rigorously tested at 4B’s own
in-house testing facility.
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Take advantage of 4B’s free, guaranteed worldwide
technical support service from a team of material
handling engineers specializing in the design and
upgrade of bucket elevators and chain conveyors.

Whether you want a new elevator or chain conveyor
design, or just want to increase the capacity and
performance of your existing elevator or chain
conveyor, our engineers can help.
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Bolt-N-Go Nylon paddles still flexible at -31 °F

“I've got to say it really has performed well, haven’t had any problems at all.
| was skeptical at first about using this chain because of the nylon flights,
but it has really impressed me.” — Feed Mill Plant Manager

When it comes to supplying
you with virtually any material “The inspections that we have done and the ease of install were outstanding.

At this point we would definitely call you for a quote on other replacements

handling component, 4B has it. when they come up.” — Pellet Mill Maintenance Manager

Speed Switches

Hazard Monitors “We won'’t be using anything other than Bolt-N-Go™
Level Monitors in my plant.” — Rice Mill Superintendent
Elevator Buckets & Bolts
& More!

l Bolt-N-Go Assembly Video:

Scan the QR code or visit
www.go4b.com/bolt-n-go

www.go4b.com/usa



Description

Bolt-N-Go is the most practical drag conveyor chain solution in the Feed and Grain industry. No other
conveyor chain is as easy to install, inspect and repair. Bolt-N-Go chain is constructed with high-strength,
lightweight, drop forged, heat-treated links and connecting pins. It uses flexible, resilient, and wear-resistant
nylon paddles that attach directly to the links with hex bolts, washers and lock nuts. No welded steel backer
flights are necessary. This unique chain construction brings valuable benefits to feed and grain operations.

Benefits

* Replace paddles while the chain is tensioned

* Replace paddles with simple hand tools, no special chain breaker is required
* No need for hot work permits since no welding is required

» Paddles can bend past obstruction and return to shape

* Nylon paddles wear better than traditional UHMW

* Every link is an easily accessible disconnect point

+ Lightweight for safer handling and less amps drawn

* Quickest break-down recovery

Application

Bolt-N-Go is recommended for conveyors handling dry free-flowing products
such as animal feed, corn, soybeans, wheat, canola, rice, and wood shavings.
Bolt-N-Go is compatible with:

» En-Masse Flat Bottom Conveyors

* High Flight Conveyors

* Round Bottom Conveyors.

Bolt-N-Go “FB” - For En-Masse Flat Bottom Conveyors

Bolt-N-Go “FB” Pitch (inches) Max. Working Load (Ibs) Weight (Ibs/ft.)
4B102BNA 4.00 8,080 2.84
4B142BNA 5.59 13,500 6.33
4B142BHA 5.59 20,200 9.66
4B142BHAD 5.59 27,000 9.66
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Bolt-N-Go Chain shown with green nylon
paddles for color sorter detection

Optional Return Cups Available



Assembly Diagram for Bolt-N-Go “FB”

The diagram below illustrates the assembly for both flighted and non-flighted links. Note that the
connecting pin (#8) keeps the chain tensioned when adding or removing paddles.

. Drop Forged & Hardened Chain Link
. Nylon Paddles (available in dark green for color sorters)

. High Strength Grade 8 Hex Bolts -2
. Small Flat Washers

. Fender Washers

. Vibration Resistant Wedge-Lock Washers
. Nylock Nuts

. Hardened Connecting Pins
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Bolt-N-Go “HF” - For Hi-Flite Conveyors

Bolt-N-Go “HF” Pitch (inches) Max. Working Load (Ibs) Weight (Ibs/ft.)
4B142TNA 5.59 13,500 6.33
4B142THA 5.59 20,200 9.66

Bolt-N-Go “RB” - For Round Bottom Conveyors

Bolt-N-Go “RB” Pitch (inches) Max. Working Load (Ibs) Weight (Ibs/ft.)
4B102BNA 4.00 8,080 2.84
4B142BNA 5.59 13,500 6.33

- Available For 9, 12, 14, 16, 18, 20 And 24 Inch Wide Round Bottom Conveyors

- Uhmw Return Ildlers Also Available
N
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Sprockets & Trailers

4B sprockets and trailers are manufactured from high grade heat
treated steel to a hardness of Rockwell C53 - C57. Each piece
is machined to size with appropriate bore and keyway specific to
each customer’s application. Most sizes are in stock and ready
to ship from 4B’s extensive inventory.

NOW AVAILABLE!
Segmental Star and
Self Cleaning Trailers

Sprocket & Trailer Inventory

%rop Forged Chain Video: E ol E

Scan the QR code or visit | m
www.go4b.com/chain "iIE
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Standard Sprocket (Shown with Hub) Wear Reversible Sprocket (Shown with Hub) Smooth Trailer Segmental Star Trailer (Shown with Hub)

Trailers

Max. Shaft Dia. | Pitch Circle Dia. Hub Width* (mm) Rim Width
T X ik A OPT Segmental T
(mm) | (mm) | (mm) ) ) WB3 (mm)
- 30 10 83

6 204.0 105.0  135.0 70 65 204.0 57 83 35

7 235.1 146.0 108.0 173.0 70 M12 6 30 10 83 65 235.1 57 83 35

4B102NA 8 266.5 170.0 1440  196.0 85 M12 6 30 10 83 65 266.5 57 83 35
9 298.2 2000 1740 2320 105 M12 6 30 10 83 65 298.2 57 83 35

10 330.1 2413 179.0  264.0 105 M12 8 30 10 83 65 330.1 57 83 35

6 2840 1683  136.5 190.5 85 M12 6 46 16 112 85 284.0 74 112 45

7 327.3 2000 162.0 234.0 105 M16 6 46 16 112 85 327.3 74 112 45

8 371.1 2413 1873  282.0 115 M20 8 46 16 127 85 371.1 77 127 45

9 4152 2858  240.0  330.0 150 M20 8 46 16 127 115 415.2 77 127 45

4B142NA 10 459.5 2858  240.0  330.0 150 M20 8 46 16 127 115 459.5 77 127 45
1l 504.0 368.3 310.0 419.0 170 M20 8 46 16 150 115 504.0 105 150 45

12 548.6 4150 3450 4650 170 M20 8 46 16 150 115 548.6 105 150 45

13 593.4  450.0 380.0 521.0 170 M20 8 46 16 150 115 593.4 120 150 45

14 638.1 470.0  380.0  546.0 170 M20 10 46 16 150 115 638.1 120 150 45

7 3273 2000 162.0 2340 105 M16 6 69 19 127 115 327.3 110 127 75

8 371.1 2413 1873  282.0 115 M20 8 69 19 150 115 371.1 110 150 75

9 4152 2858  240.0  330.0 150 M20 8 69 19 150 115 415.2 110 150 75

ABT4ZHA 10 459.5 2858  240.0  330.0 150 M20 8 69 19 150 115 459.5 120 150 75
5040 368.3 310.0 419.0 170 M20 8 69 19 150 140 504.0 120 150 75

12 548.6 4150 3450  465.0 170 M20 8 69 19 150 140 548.6 120 150 75

13 5934  450.0 380.0 520.0 170 M20 8 69 19 180 140 593.4 120 150 75

14 638.1 470.0  380.0  546.0 170 M20 10 69 19 180 140 638.1 140 150 75



With sales and technical support offices in North America,

Europe, Asia, Africa and Australia along with a worldwide

network of distributors, 4B can provide practical solutions
for all your applications no matter the location.

.godb.com/usa
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www.go4b.com/usa
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For more information and a quote, contact 4B today!

www.go4b.com/usa

A». 4B BRAIME

4B COMPONENTS LTD.
%> COMPONENTS LTD.

625 Erie Avenue

4B DEUTSCHLAND
35 bis, rue du 8 mai 1945,

~~ 4B ASIA PACIFIC
S Build No.899/1 Moo 20

Morton, IL 61550
USA

Tel: 309-698-5611
Fax: 309-698-5615

4B FRANCE

35 bis, rue du 8 mai 1945,
Villers Bretonneux, F-80800
France

Tel: +33 (0) 322 42 32 26

Hunslet Road

Leeds

LS10 1JZ

United Kingdom

Tel: +44 (0) 113 246 1800
Fax: +44 (0) 113 243 5021

4B AFRICA

14 Newport Business Park
Mica Drive, Kya Sand
2163 Johannesburg

South Africa

Tel: +27 (0) 11 708 6114
Fax: +27 (0) 11 708 1654

Villers Bretonneux, F-80800
France
Tel: +49 (0) 2333 601681

4B AUSTRALIA

. Building 1, 41 Bellrick St,

Acacia Ridge 4110,
Queensland

Australia

Tel: +61 (0)7 3216 9365
Fax: +61 (0)7 3219 5837

Soi Chongsiri, Bangplee-Tam Ru Road,
Tanbon Bangpleeyai, Amphur Bangplee,
Samutprakarn 10540

Thailand

Tel: +66 (0) 2 173-4339

Fax: +66 (0) 2 173-4338

4B CHINA

F1, Building 5A,

8 West Lake Road Wujin High &
New Technology Development Zone,
Changzhou 213164

Jiangsu Province, China

Tel: +86-136 0160 9266

4B® is a registered trademark of 4B Components Ltd.,
a subsidiary of T.F. & J.H. BRAIME (HOLDINGS) P.L.C.

Bolt-N-Go is a trademark of 4B Components Ltd.,
a subsidiary of T.F. & J.H. BRAIME (HOLDINGS) P.L.C.
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